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FTTMAX Co., Ltd 
Manufacturer & Supplier of Fiber Optical Components

Expert of FTTx solution

FTTMAX Co., Ltd

Factory  : No. 409 West Huaihe Road, Langya District, Chuzhou City, Anhui Province, China

Shenzhen office:  Innovation Plaza 235, Pingshan Avenue, Pingshan District, Shenzhen, China

Tel.         ：86-17818841451, 86-15019259122

E-mail   ：sales@fttmax.com

Website：www.fttmax.com

We FTTMAX strive to keep the pace with fiber optic innovation. Our customers are always at the center of 

our focus and through a commitment to integrity in all of our dealings we have developed strong bonds  

with all of our greatly valued partners. As such, providing them with un-paralleled design, manufacture, and 

quality control systems to ensure that our products are available at a competitive price, expedited delivery, 

and with the quality that separate us from our competitors in the Telecom and FTTX Industries.



专注于25个行业， 10个职能领域

负责职能部门运作

Connectivity

MPO & MTP Patch Cord
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MPO housing is available in many different colors, Green (SingleMode), Beige  
(MultiMode OM2), Aqua (MultiMode OM3) and Yellow(SingleMode Low Loss). Ferrule 
available in 4, 8, 12 and 24 fiber hole configuration.

Ferrules are available for SM Standard, SM Low Loss, MM Standard and MM Low Loss. 
Boots are available for Ribbon bare fiber, Ribbon jacket cable, Round jacket cable.
New special design for slot rear body can make assembly easier.

Connectivity

SC LC ST FC Patch Cord

Connector Type: SC, LC, FC, ST, E2000, MU
Cable Type: Simplex, duplex, multi-fibers
Fiber Type: SM G652D, G657A1, G657A2, G657B3; MM OM1, OM2, OM3, OM4, OM5
Jacket Material: PVC, LSZH

Insertion Loss:  ≤ 0.3dB
Reflection Loss: ≥ 50dB for SM UPC, ≥ 60dB for SM APC, ≥ 25dB for MM PC
Interchangeability: ≤ 0.2dB
Repeatability: ≤ 0.2dB



负责职能部门运作

Passive Device

PLC Splitter
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Passive Device

Polarization Maintaining Patch Cord

Connector Type: SC, LC, FC, ST
Polishing: UPC, APC
Hybird male to female
Attenuation : 1 ~ 30dB (interval 1dB)
Accuracy: for 1~5dB, ±0.5dB; for 6~30dB, ± 10%



负责职能部门运作

Connectivity

Fiber Optical Adapter
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Available Type: SC SX, SC DX, LC DX, FC, ST, E2000, MU, Hybrid
Polishing: UPC, APC
Sleeve: Ceramic
Insertion Loss:  ≤ 0.2dB
Inerchangeability:  ≤ 0.2dB
Operation Temperature: -40 ℃ ~ +70 ℃

Connectivity

Fiber Optical Attenuator

Connector Type: SC, LC, FC, ST
Polishing: UPC, APC
Hybird male to female
Attenuation : 1 ~ 30dB (interval 1dB)
Accuracy: for 1~5dB, ±0.5dB; for 6~30dB, ± 10%



负责职能部门运作

Active Device

Optical Transceiver
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Active Device

AOC- Active Optical Cable


